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VAPOR TIGHT FIXTURE
This gasketed enclosure is designed for damp or wet locations indoors and outdoors.  This fixture is 
UL listed, and has IP 65 and 67 ratings.  The clear high impact acrylic lens can withstand most harsh
environments.  It is available in T5HO and T8 lampholders in 4' and 8' lengths.  Its low profile makes it
ideal for tight areas and low ceilings.  THIS FIXTURE IS MANUFACTURED IN THE UNITED STATES.

Install this fixture in: Options include:
� Food Processing Plants     � White Reflector-(Silver also available in 4' length)
� Kitchens    � 4' length (1-3 lamps T8, 1-2 lamps T5)
� Parking Garages    � 8' length (2, 4 or 6 lamps T8, 2 or 4 lamps T5
� Covered Walkways     � Ceiling or Wall Mount
� Wash Bays    � Stainless Steel Mounting Brackets
� Open Canopies    � Cords & Plug, 3 prong and twist lock
� Coolers     � Occupancy Sensors & Photo Eyes
� Entry Lighting    � SS Latches, Wire Hooks for Chaining
� Any Wet or Damp Location    � Polycarbonate Lens available in 4' length

This fixture is easy to use:
� Poured in place gasket and cam latches seal the enclosure from most hostile environments
� Economical Mounting System can provide dramatic savings on the installation labor
� Designed around T8 and T5 lamps for long term energy savings
� Very tough diffusers resist breakage and reduce replacement and maintenance costs
� Durable stainless steel mounting hardware
� No hole ever has to be drilled through the housing for installation
� Stainless steel brackets & bail hangers included for chain hung installations



ORDERING INFORMATION

Type Lamp Qty* Lamp Type Reflector Color* Lens Type** Ballast Type Options

VT4 � 2 � 32 � W � A �� ISH ��� MS
� � � � � � �
� � � � � � �

VT4 = 4' Vapor Tight 1=1 lamp 32=T8 W=White      A=Acrylic ISH=Instant Start High MS = Motion Sensor
VT8 = 8' Vapor Tight 2=2 lamp 54=T5HO M=Metalized      P=Polycarbonate ISN=Instant Start Normal PE = Photo Eye

3=3 lamp ISL=Instant Start Low C3 = 3' Cord
4=4 lamp PSN=Program Start Normal C6 = 6' Cord
6=6 lamp (NOTE:  PS ballasts used CP3 = 3' Cord w/120v plug

   w/occupancy sensors) CP6 = 6' Cord w/120v plug
*   4' Fixtures: 1-3 T8 Lamps; 1-2 T5HO Lamps     ALL BALLASTS ARE (For locking plugs, call
     8' Fixtures: 2-6 T8 Lamps; 2-4 T5HO Lamps   UNIVERSAL VOLTAGE   to specify)

**  8' Fixture only available in white reflectors and acrylic lenses

      4' fixture is 5.875" long; 8' fixture is 99.52" longis 7.33" wide w/ latches, 100.125" longand is 100.125" long


